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Thank you f or purchasing Delay Eternity!
This manual co vers the featuresand o peration of the A rturia Delay Eternity plug-in.

Be sure to register your product as soon as possib le! When you purchased Delay Eternity
you were sent a serial number and an unlock code by e-mail. These are required during the
online registration process.

Special Messag es

Specifications Subject to Chang e:

The information contained in this manual is believed to be correct at the time of printing.
How ever, Arturia reserv es the right to chang e or modify any of the specifications w ithout
notice or ob ligation to u pdate the hard w are that has been purchased.

IMPO RTANT:

The effect, when used in combination with an amplifi er, headphones or speak ers, may be
able to produce sound levels that could cause permanent hearing loss. DO NOT operate for
long periods of time at a high level or at a level that is uncomf ortab le,or a level that exceeds
pre vailing safety standards for hearing exposure .Always follow the basic precautions listed
belo w to avoid the possibility of serious injury or even death from electrical shock, damag es,
fire or other risks. If you encounter any hearing loss or ringing in the ears, consult an
audiologist immediately. It is also a good idea to have your ears and hearing check ed
annually.



| ntroduction

Congratulations on your purchase of A rturia's Delay Eternity!
WeOd like to thank you f  or purchasing Delay Eternity, our modern delay effect plug-in.

Arturia has a passion for excellence , and Delay Eternity is no exce ption. Put the plug-in on a
track or send bus, skim through the presets currated by professional sound designers, and
tweak a few controls. We have created Delay Eternity so that it's easy to understand and
use right aw ay, yet powerful and flexib le for creating a wide rang e of different delay effects
and colors. We are confident that Delay Eternity will be a valuab le addition to your effects
plug-in collection, and that you'll hav ealotof funw ithit.

Be sure to visit the Arturia website for information about all of our other great hard ware
and softw are instruments. They hav e become indispensab le, inspiring tools for musicians
around the w orld.

Musically yours,

The A rturia team
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1.IN TRODUCTI ON TO DELAY ETERNITY

Thank you for purchasing our virtual delay effect, Eternity. At Arturia, we pride ourselv es on
our faithful recreations of iconic hard ware synthesizers and effects processors. But every
once in a while, we like to throw out the rule book and start with a fresh design that
captures all of the latest trends in modern music production and capabiliti es of digital audio
technology. W elcome to Eternity, adv  anced delay processor.

Wh ile the other tw o plug-ins from this series, Memory Brigade and Tape-201, are character
delays which model vintag e analog hard ware, Eternity is a massiv e modern delay
pow erhouse , capab le of producing a wide rang e of delay effects, from traditional delay
and echo to otherw ordly soundscapes and textures. This is made possib le by the adv anced
arch itecture and design of Eternity, wh ich includes options not availab le in Memory Brigade
and T ape-201.

1.1.What mak es Eternity different?

The design of Eternity offers many additional features that greatly increase the types of
delay effects that can be ach ieved:

¥ Optional second delay line

¥ Delay lines can run in parallel or in seri es.

¥ Capab le of short delays do  wn to 1ms.

¥ Additional LFO expands av  ailab le modulation o ptions.

¥ LFO 2canbelink edtoLFO 1f or complex modulation.

¥ LFOs and Envelope Follower can sim ultaneously modulate tw o parameters per
module instead of one

¥ Bit Crusher f or introducing distortion to the delayed sound.

¥ Filter with 9 availab le ty pes for more flexib le frequency sculpting of the delayed
sound.

¥ Bit Crusherand F ilter cantarg eteach ofthetw o delay lines selectiv ely.
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2. ACTIVATION AND FIR ST START

The Arturia Delay Eternity plug-in works on computers equi pped with Windo ws 7 or later
and macOS 10.10 or later. You can use Eternity as an Audio Unit, AAX, VST2 or VST3 plug-in
(64-bit only).

2.1. Activ ate the Eternity license

Once the softw are has been installed, the next step should be to activ ate your license , so
that you can use itw ithout lim itations.

This is a simple process that involves a different softw are program: the Arturia Softw are
Center.

2.2. The Arturia Softw are C enter (A SC)

If you hav e not already installed the ASC, go to this web pag e: Arturia Updates & Manuals .
Look for the Arturia Softw are Center at the top of the pag e, and then download the version
of the installer that you need for your system (macOS or Windo ws). Follow the installation

instructions and then:

Launch the A rturia Softw are C enter (A SC)

Log into your A rturia account

Scroll do wn to the My P roducts section of the A SC
Click the A ctiv ate button

K K K K

That's all there is to it!
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3. OVERVI EW

3.1. Working w ih plug-ins

Delay Eternity comes in VST2, VST3, AU and AAX plug-in formats for use in all maj or digital
audio workstations (DAW) including Live, Logic, Cubase , Pro Tools and others. Unlike a
hard ware delay, you can load as many instances of Eternity as you find useful. Eternity has
tw o other big adv antag es over hard ware:

¥ You can automate many of Eternity parameters using your DAWOs automation
system.

¥ Your settings and current plug-in state will become recorded in your project, and
you can pick u  p ex actly where you left off the next time you o pen it.

3.2. Channel C onfiguration (M ono/Stereo)

The plug-in can be used on Mono or Stereo channels. The Mono configuration is
automatically  loaded when you use the plug-in with mono tracks, wh ile using the plug-in
w ith stereo tracks w ill automatically load the Stereo configuration.

The availab le controls will chang e de pending on wh ich configuration is used. For example ,
the Mono configuration will only display a single delay time control, rather than individual
left and right channel controls.

This manual covers the full set of features that are availab le in the Stereo configuration.
Controls that are unav  ailab le in mono mode w il be noted.
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4. USER IN TERFACE

Delay Eternity offers a simple , intuitiv e user inter face. The inter face is split up into 4 main
sections:

1. Upper T oolbar contains v arious plug-in settings and the preset bro wser.

2. Main Control Panel contains the main effect controls. These controls are covered
in the Main C ontrol P anel [p.10] section of th is manual.

3. Advanced Control Panel contains advanced effect controls. These controls are
covered inthe Advanced C ontrol P anel [p.15]section of th is manual.

4. Lower Toolbar contains additional plug-in utiliti es, like by pass switch and CPU
meter.

4.1. The U pper T oolbar

@) DELAY ETERNITY - 1Il\ Default <« » N

The upper toolbar , which is common to all current Arturia plug-ins, gives access to many
important functions.
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4.1.1.Plug-in O ptions

Clicking the Eternity logo located on the left will display a menu containing various plug-in
settings and o ptions.

@ DELAY ETERNIT 1

4.1.1.1.Save Preset

This option will overwrite the activ e preset with any chang es you hav e made , so if you also
want to keep the source preset, use the Save Preset As option instead. See the next section
for inf ormation about th  is.

4.1.1.2. Save Preset A s...

If you select this option, you are presented with a windo w where you can enter information
about the preset. In addition to nam ing it, you can enter the Author name and select a Type.
You can even create your own Type, by entering custom names in the respectiv e place . This
inf ormation can be read by the preset bro wser and is useful f  or search ing the preset later.

My D-D-Delay Preset

Standard

Cancel

4.1.1.3. | mport...
This command lets you import a preset file, which can be either a single preset or an entire
bank of presets. Bothty  pes are stored in .etexf  ormat.

After selecting this option the default path to these files will appear in the windo w, but you
can navigate to wh iche ver f older you are using to store presets.
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4.1.1.4. Export Menu

You can export presets in tw o w ays: as a single preset or as a bank.

¥ Export Preset: Exporting a single preset is handy when you want to share a
preset with someone else. The default path to these files will appear in the "save"
windo w, but you can create a folder at another location. The saved preset can be
reloaded w ith the | mport menu o ption.

¥ Export Bank : This option can be used to export an entire bank of sounds from the
instrument, wh ich is useful f or backing u p or sharing presets.

4.1.1.5. Resize W ind ow o ptions

The plug-in window can be resized from 60% to 200% of its original size. On a smaller
screen such as a lapto p, you might want to reduce the inter face size, so it doesn't dom inate
the display. On a larg er screen or a second monitor ,you can increase the size to get a better
view of the controls.

Windo w resizing can also be controlled via keyboard shortcuts. On Windo ws, press Ctrl +/- to zoom
in and out. On Mac, press Cmd +/- to zoom in and out.

4.1.2. Preset Library

@ DELAY ETERNIT I Default < >

Presets can be selected in several different ways. First, there is the Preset Library button.
Clicking this button will display all of the included factory presets, as well as any user
presets you hav e sav ed. The currently selected preset w ill be h igh lighted.

Default ®  Standard
Ping-Pong Lofi
Envelope Follower Ducking

Guitar Triplet Wah

Dynamic Pitch Shifter

Granular Cloud
Speaker Loi

Resonators Cm Chord

¥ Click a preset in the menu to load it.
¥ Tomarkapresetasa"f avorite" click the heart icon next to it.
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Along the top of the Preset Library are several sorting and filtering options. These allow you
to chang e ho w the presets are organized in the bro wser menu.

¥ Click the first column to sort presets by Name or Featured. Featured are presets
currated by the Arturia sound design team to showcase the different sonic
capabiliti es of the effect.

¥ Click the second column to sort presets by T y pe or Designer.

¥ Click the heart icon to sort the preset list, such that it displays any presets you
hav e mark ed as "f avorite" at the to p of the list.

The order of the Preset Library also affects the order of the Preset Quick Load menu. You can use
the Library to filter for specific ty pes of presets, then use the Preset Quick Load menu (or the left and
right arro  ws) to quickly navigate among them w ithout o pening the P reset Library.

4.1.3. Preset Q uick Load

Default

In addition to the full Preset Library, you can use the Preset Quick Load menu to quickly
access presets. Any filtering and sorting options appli ed in the Preset Library will also be
reflected in the Quick Load menu. For example , if you hav e enab led "favorite" sorting in the
Preset Library, any presets mark ed as f avorite w ill appear atthe to  p of the Q uick Load list.

The Preset Quick Load menu also includes the option to delete the currently selected preset.

Click Delete Current , located at the bottom of the list, to remo ve the preset from the Library.

4.1.4. Preset Navigation (P revious/Next)

[\ Default 4 >

Lastly, you can also navigate through presets using the left and right arro ws directly to the
right of the Preset Quick Load menu. These arro ws will navigate to the next or previous
preset in the list. Again, the order of presets will be determ ined by any filtering and sorting
options appli ed in the P reset Library.
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4.1.5. View A dvanced C ontrol P anel

Clicking the tw o arro ws pointing down, located on the right of the upper toolbar , will expand
the plug-in window to show the advanced effect controls. These controls are covered in
detail in  Advanced C ontrol P anel [p.15]section of th is manual.

4.2. The Lo wer Toolbar

Panic  Bypass

On the bottom of the GU I, the Lo wer Toolbar contains the f  ollowing:

Panic button will stop all audio from Eternity. For example , this can be useful to stop any
sustaining feedback when using h igh F eedback settings.

By pass sw itch enab les and disab les Eternity.

CPU Meter displays ho w m uch of your computerOs CP U is being used by the plug-in.
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5. CONTROLS

This section co vers the effect controls.

The controls are located in two sections of the user inter face - the Main Control Panel, and
the A dvanced C ontrol P anel.

The Main Control Panel is visib le by default. The Advanced Control Panel can be accessed
by clicking the doub  le arro ws pointing do  wn in the u pper right corner of the inter face .

Let's go o ver each control in detail.

For greater resolution when editing controls with the mouse , use Crtl+Drag (Windo ws) or Cmd+Drag
(Mac). A lternativ ely, you can use R ightClick+Drag.

Doub le-click a control to reset it to its def ault setting.

5.1. Main C ontrol P anel

DELAY MODE
.
s AN DUAL  DUAL
TIME MODE SERIAL
® e

LINE 2

FILTER

FEEDBACK

5.1.1.Input Settings A nd Time M ode

DELAY ETERNITY
TIME MODE
® FA
DIGITAL

REPITCH

STEREO MODE

Input V olume adjusts the v olume of the in  put signal.
Stereo M ode determ ines ho w the in put signal is routed to the delay line(s).

¥ When turned off, each input channel (left and right) is sent to an inde pendent
delay path.
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¥ When turned on, the input signal is split into its mid (mono) and side (stereo)
components, and each is processed inde pendently by the delay. Wh ile this mode
is selected, the Left/ Right (Time) knobs will be labelled Mid/ Side. The Time Mid
knob controls the delay rate of the mid (mono) aspect of the sound and the Time
Side knob controls the delay rate of the side (stereo) aspect of the sound.

Stereo M ode control is only av  ailab le when using the Stereo configuration of the plug-in.

Time M ode buttons select ho w the delay w ill respond to chang  es in delay times.

¥ Repitch sim ulates the behavior of a tape mach ine. Changing the delay rate in
this mode will create pitch modulation as the delay rate transitions from one rate
to another , much like how sound played from tape will chang e in pitch when
varying tape playback speed.

¥ Digital chang es the delay rate immediately without any smooth ing. This can
be used creativ ely to add a digital, stutter-lik e character when changing delay
rates. Although in most circumstances this mode does not affect pitch, controlling
delay rates with the LFO or the Envelope Follower may introduce some pitch
modulation.

¥ Fade appli es a smooth ing function when changing delay rates. This mode does

not affect pitch at all, even when being modulated by the LFO or Envelope
Follo wer.

5.1.2. Delay M ode

DELAY MODE
L

SINGLE PING PAN DUAL DUAL
PONG SERIAL

Delay Mode selects among five availab le delay modes. Some delay modes - Dual and Dual
Serial - will enab le the second delay line and its controls will become active when one of
those tw o modes is selected. These dual delay line modes can be very useful for creating
complex delay patterns and relationsh ips betw een delays.

¥ Single will utilize only one delay line (Line 1) f or easy, simple delay effect.

DELAY TAPS ]

INPUTSIGNAL ° L

!

¥ Ping Pong is also a single delay line mode , with the added feature that resulting
delays w il alternate ("ping pong") betw een left and right channel.

DAY TAPS ]

] LEFT CHANNEL
INPUTSIGNAL -
[ ] RIGHT CHANNEL

Ping P ong mode is only av  ailab le when using the Stereo configuration of the plug-in.

11
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¥ Pan is another single delay line, but one with a special twist. When using this
mode , the resulting echoes will always start in the middle (center) panning
position and gradually "fan out" to the original stereo imag e of the input signal.
Wh ile in this mode , you will notice that the Offset knob chang es to a Pan Speed
knob . This knob no w controls ho w quickly the panning w ill occur.

DEAYTATS ]
ORIGINAL LEFT CHANNEL IMAGE

INPUTSIGNAL > ° CENTER

ORIGINAL RIGHT CHANNEL IMAGE

Pan mode is only av  ailab le when using the Stereo configuration of the plug-in.

¥ Dual is a dual delay mode that enab les the second delay line.In this mode , Line

2 is processed "in parallel’ and functions inde pendently of Line 1,so chang es to
Line 1 w ill hav e no impact on Line 2.

DELAY TAPS

DELAY LINE 1
INPUTSIGNAL >

!

DELAY LINE 2

¥ Dual Serial is also a dual delay mode , but in this mode Line 2 takes its input from

Line 1,so making adjustments to Line 1will also affect the delays generated by
Line 2.

DELAY TAPS

] ] DELAY LINE 1
INPUT SIGNAL >
- e 2 - e ® - e o - e o DELAY LINE 2

5.1.3. Delay Line(s) C ontrols

@2
o
@

i OFFSET

The two delay lines feature identical controls. Note that controls for delay Line 2 will only
become activ e when Dual or Dual Serial delay mode has been selected.

=

Left/ Right chang es the interv al betw een delays for each corresponding channel, or for the
mid and side channel if M/S mode has been enab led. Delay rate for each channel can be
setinde pendently, or link ed tog ether. Delay rates may also be synced to your host tempo

When using the M ono configuration of the plug-in, only one delay time control w ill be av ailab le.

Arturia - User Manual Delay Eternity - CONTROLS 12



Link button turns linking on and off . When link ed, changing the delay rate with the Left knob
will also set R ight knob to the same v alue and vice v ersa.

Link button is only av  ailab le when using the Stereo configuration of the plug-in.

Sync button locks the delay rates to your hostOstempo for tempo-synced delays. When sync
is tuned on, the delay rate controls w ill display v alues in beat interv  als.

Offset lets you introduce small timing differences betw een the left and right channel delays
to create more spatial separation. In center position there will be no offset appli ed. Moving
the knob to the left of center will introduce a gradual delay to the left channel and vice versa.
Note that the Stereo Width knob needs to be set to a positiv e value (abo ve center position)
to hear the stereo widening effect. Note that while "Pan" Delay Mode is selected, the Offset
knob w ill chang e to control P an S peed.

Offset control is only av ailab le when using the Stereo configuration of the plug-in.

Feedback controls the amount of delayed signal that is fed back into the delay line. At high
settings, the delays will continue being layered on top of each other and will eventually
begin to self-oscillate , creating saturated feedback and textures.

To sto p any sustaining feedback, click the P anic button located on the Lo w er Toolbar.

5.1.4. Bit Crusher C ontrols

BIT CRUSHER

O

RESOLUTION DOWNSAMPLE

The delay lines can be inde pendently processed by an optional Bit Crusher effect that can
add grit and distortion to the processed delays.

Resolution reduces the number of bits used to define the waveform. The less bits used, the
more the signal is degraded and distorted.

Downsample is another way of inducing distortion by reducing the sample rate. As the
sample rate is reduced, aliasing is introduced to the sound, creating "ghost partials" in the
spectrum.

Line Enable switches enab le and disab le the Bit Crusher on a delay line of your choosing.
Note that Line 2 Enable switch will only be availab le when using the "Dual" or "Dual Serial"
delay line modes.
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5.1.5. Filter C ontrols

FILTER

LINE1 < CUTOFF RESONANCE

The delay lines can be inde pendently processed by an optional Filter, allowing you to further
sculpt the sonic character of the delays to ach ieve aw ide v ari ety of timbres.

Filter M ode sw itches onto p choose one of 3 filter modes - 6db , SEM, 36db .

Filter Type switches on bottom choose one of 3 filter types - low-pass, band-pass, and high-
pass.

Cutoff controls the filter cut-off frequency.

Resonance defines the resonance of the filter. Note that this control is only availab le when
using the SEM filter mode

Line Enable switches enab le and disab le the Filter on a delay line of your choosing. Note
that Line 2 Enable switch will only be availab le when using the "Dual" or "Dual Serial" delay
line modes.

5.1.6. Mix C ontrols

e

STEREO WIDTH

ECHO VOLUME

DRY WET

Stereo Width controls the stereo width of the processed left and right channel delays. At
minim um position, there will be no stereo separation betw een left and right delays. At center
position, the stereo separation will be the same as in the original input signal. To the right
of center the knob will act as a stereo widener , accentuating the side (stereo) aspect of the
sound. Note that stereo widening can only occur if there is a side (stereo) component in the
input signal. | fthe in put signal is mono , then no stereow idening w ill occur.

Stereo W idth is only av  ailab le when using the Stereo configuration of the plug-in.

Arturia - User Manual Delay Eternity - CONTROLS
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Echo V olume controls the v olume of the processed delays.

Dry/ Wet determ ines the ratio of processed (wet) to unprocessed (dry) sound output from
the plug-in. When turned all the way down you will only hear the original dry sound. When
turned allthew ay u p, youw ill only hearthew et sound.

When using the plug-in as a send effect, you will typically want to turn this knob all the way
up, so that the plug-in is only outputting the processed delay sound and not introducing additional
amplification to the original signal.

5.2. Advanced C ontrol P anel

INPUT EQUALIZER @ ENVELOPE FOLLOWER

INPUT GAIN ATTACK

oN

AMOUNT AMOUNT AMOUNT

The following controls are accessib le wh ile the Advanced Control Panel is visib le. To expand
the Advanced Control Panel, click the doub le-arro ws pointing down, located in the upper
right corner of the plug-in w indo w.

5.2.1. I nput Equalizer

INPUT EQUALIZER @

The Input Equalizer lets you shape the sound before it enters the delay, allowing you to
accentuate or limit which frequenci es of the sound are processed by the delay. The Input
Equalizer features three filters - lo w-pass, peak and h  igh-pass.

The Input Equalizer can be accessed in the Advanced Control Panel. To view the Advanced Control
Panel, click the doub  le arro ws pointing do  wn, located in the u  pper right corner of the inter face.

On/Off switch enab les and disab les the in put equalizer.

LP Freq controls the cutoff frequency of the low-pass filter. Frequenci es abo ve the cutoff
will be rolled off. This can be used to remo ve high frequenci es from the input, resulting in a
warmer , more muted sound going into the delay. The rang e is 1kHz to 20kH z. At maxim um
position, the lo  w-pass filter is automatically disab led and w ill hav e no effect on the sound.

15
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Peak Freq controls the cutoff frequency of the peak filter. The peak filter can be used to
either boost or cut frequenci es around the peak band.

Peak Gain determ ines whether the peak filter will boost or cut frequenci es at the Peak Freq.
Inthe m iddle position, there w ill be no chang e to the gain of the peak band.

Q determ ines the width of the peak filter band. At higher values, the boost or cut will be very
narro w and only affect frequenci es close to the Peak Freq. At lower values, the boost or cut
will be v ery w ide and affect a broader set of frequenci es.

HP Freq controls the cutoff frequency of the high-pass filter. Frequenci es below the cutoff
will be rolled off. This can be used to remo ve unwanted bass from the input, resulting in

a brighter sound going into the delay circuit. The rang e is 20H z to 1.0kHz. At minim um
position, the lo  w-pass filter is disab  led and w ill hav e no effect on the sound.

5.2.2. Envelope Follower
ENVELOPE FOLLOWER

©) ® ©)

INPUT GAIN ATTACK RELEASE

o

AMOUNT AMOUNT

The Envelope Follower works by tracking the amplitude of the input signal and using this
amplitude shape to modulate an effect parameter. This can be a very effectiv e tool for
creating complex rhythm ic effects that evolve according to the dynam ic of the input signal.
For example , you can map the envelope follower to the echo volume , so that it increases
and decreases along with the amplitude of the input, or you could reverse the relationsh ip
such that echo only sw  ellsin when the in  put signal begins to attenuate

The Envelope Follower settings can be accessed in the Advanced Control Panel. To view the
Advanced Control Panel, click the doub le arro ws pointing down, located in the upper right corner of the
inter face .

Input Gain determ ines the loudness of the input fed into the envelope follower module . This
is an important control in dialing in how the resulting modulation works. For example , if the
input signal is too quiet you may need to boost the In Gain so that the envelope follower can
measure a louder signal.

Attack specifi es how quickly the modulation will respond to amplitude increases in the input
signal.
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Release specifi es how quickly the modulation will respond to amplitude decreases in the
in put signal.

FAST ATTACK, SLOW RELEASE FAST ATTACK, FAST RELEASE SLOW ATTACK, SLOW RELEASE

M INPUT AUDIO WAVEFORM / AMPLITUDE
Il RESULTING MODULATION ENVELOPE

Example of v arious attack and release settings f or the En velo pe Follower
and the resulting modulation that w ill be appli ed to targ et parameter

Destination menu selects the effect parameter that will be modulated by the Envelope
Follo w er. M ost effect parameters can be modulated.

Amount determ ines the amount of modulation that will be applied to the targ et effect
parameter. When set to center position, there will be no modulation of the targ et parameter.

Moving the knob to the left of center will gradually apply negativ e modulation, wh ile
mo ving the knob to the right of center will gradually apply positiv e modulation of the targ et
parameter's current setting.

Envelo pe Follower modulation is uni polar , so the targ et effect parameter will be modulated only in a
positiv e or negativ e direction (not both) from its current setting, depending on the setting of the Amount
knob .

5.2.3. LFO

LFO1 ’ LFO 2

N ey

'\(\ B ( 3
=il > SYNC .z
RATE B

RATIO
1

N(‘ - A. :
—~ — N’ smc
" ~ S&H
) RATE
None

® ® - ©® @

None None

AMOUNT AMOUNT AMOUNT AMOUNT

LFO stands for Low Frequency Oscillator. Unlik e a ty pical synthesizer oscillator , an LFO does
not produce any sound but is used to modulate other softw are parameters to create a sense
of mo vementand e volution to the effect.

LFOs can be used in extreme ways, like the dubste p wobb le where a tempo-synchronized
LFO is often used to control a filter cutoff , but can also be used in more subtle ways to add
gentle modulation and mo vement.
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The plug-in features tw o LFOs, which can function inde pendently or link ed tog ether for more
complex modulation. Each LFO can control u p to 2 effect parameters.

LFO settings can be accessed in the Advanced Control Panel. To view the Advanced Control Panel,
click the doub le arro ws pointing do  wn, located in the u  pper right corner of the inter face.

Shape chang es the shape of the LFO, which determ ines how the targ et parameter will be
modulated. There are 6 availab le shapes - Sine, Saw, Ramp , Triangle , Square , and Sample &
Hold. Wh ile the first 5 shapes offer a predictab le modulation curv e, the Sample & Hold option
can be thought of as a random generator. Each time the LFO cycle completes, as specifi ed
by the LFO Rate knob , a new random value is generated. This is very useful when you want
to add non-re petitiv e modulation to the targ et parameter.

Rate determ ines the speed at which the modulation LFO shape is OscannedO.Low values
result in slower modulation, while high values will result in faster modulation of the targ et
parameter. R ate can be synced to your host's tempo by enab ling the Sync sw itch.

Sync synchronizes the LFO Rate to your hostOs tempo . This can be useful if you want
to create beat-synced effects modulations. While sync is on, the Rate control will display
values in beat interv  als. Wh ile sync is off , Rate w ill display v alues in m illiseconds.

Destination menu selects the effect parameter that will be modulated by the LFO. Most
effect parameters can be modulated.

Amount determ ines the amount of modulation that will be applied to the targ et effect
parameter. With low values, the targ et parameter will be modulated only slightly around its
current setting, wh ile hiigh v alues w ill resultinalarg er modulation.

CURRENT TARGET PARAMETER SETTING

e | FO ANMIOUNT ey

LFO RATE

LFO modulation is bipolar, so the targ et effect parameter will be modulated in a positiv e and
negativ e direction from its current setting.

Link button will link LFO 2 to LFO 1.Wh ile Link is enab led, LFO 2 Sync will mirror LFO 1Sync,
and LFO 2 Rate will be automatically controlled by the LFO 1Rate at a multiple defined by
the R atio knob .

Ratio controls the ratio of LFO 2 Rate to LFO 1Rate.Wh ile LFO Sync is enab led, this ratio will

be displayed as beat interv als. Wh ile LFO Sync is disab led, the ratio will be displayed as a
continuous m  ulti ple, from 0.1x to 10x.

5.3. Some F inal W ords

This concludes the user manual. We hope you'll enjoy your new plug-in and the results you
getwhen usingit,asm  uchasw e enjoyed making it.
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6. SOFTW ARE LI CENCE AGREEMENT

In consideration of payment of the Licensee fee, which is a portion of the price you paid,
Arturia, as Licensor , grants to you (hereinafter termed OLicenseeO)a nonexclusiv e right to
use th is co py of the SOFTW ARE.

All intellectual  pro perty rights in the softw are belong to Arturia SA (hereinafter: ~ @rturiaO).
Arturia perm its you only to copy, download, install and use the softw are in accordance with
the terms and conditions of th is Agreement.

The product contains product activ ation for protection against unlawful copying. The OEM
softw are can be used only f  ollo wing registration.

Internet access is required for the activ ation process. The terms and conditions for use of the
softw are by you, the end-user , appear below. By installing the softw are on your computer
you agree to these terms and conditions. Please read the following text carefully in its
entirety. |f you do not appro ve these terms and conditions, you must not install this softw are.
In this event give the product back to where you have purchased it (including all written
material, the complete undamag ed packing as well as the enclosed hard ware) immediately
but at the latestw ithin 30 days inreturnf  or a refund of the purchase price

1. Softw are Ownersh ip Arturia shall retain full and complete title to the SOFTW ARE recorded
on the enclosed disks and all subsequent copies of the SOFTW ARE, regardless of the media
or form on or in which the original disks or copies may exist. The License is not a sale of the
original SOFTW ARE.

2. Grant of License Arturia grants you a non-exclusiv e license for the use of the softw are
according to the terms and conditions of this Agreement. You may not lease, loan or sub-
license the softw are.

The use of the softw are within a netw ork is illegal where there is the possibility of a
contemporaneous m ulti ple use of the program.

You are entitled to prepare a backu p copy of the softw are which will not be used for
purposes other than storag e purposes.

You shall hav e no further right or interest to use the softw are other than the limited rights as
specifi ed inth is Agreement. A rturia reserv es all rights not expressly granted.

3. Activ ation of the Softw are Arturia may use a compulsory activ ation of the softw are and
a compulsory registration of the OEM softw are for license control to protect the softw are
against unlawful copying. If you do not acce pt the terms and conditions of this Agreement,
the softw are w ill notw ork.

In such a case the product including the softw are may only be returned within 30 days
follo w ing acquisition of the product. U pon return a claim according to = 11 shall not apply.

4. Support, Upgrades and Updates after Product Registration You can only receiv e support,
upgrades and updates following the personal product registration. Support is provided only
for the current version and for the previous version during one year after pub lication of the
new version. Arturia can modify and partly or completely adjust the nature of the support
(hotline , forum on the w  ebsite etc.), u pgrades and u pdates at any time

The product registration is possib le during the activ ation process or at any time later through
the Internet. In such a process you are asked to agree to the storag e and use of your
personal data (name , address, contact, email-address, and license data) for the purposes
specifi ed abo ve. Arturia may also forw ard these data to engag ed third parti es, in particular
distributors, f or su pport purposes and f  or the v erification of the u  pgrade or u pdate right.

5. No Unbundling The softw are usually contains a variety of different files which in its
configuration  ensure the complete functionality of the softw are. The softw are may be used
as one product only. Itis not required that you use or install all components of the softw are.
You must not arrang e components of the softw are in a new way and develop a modifi ed
version of the softw are or a new product as a result. The configuration of the softw are may
not be modifi ed f or the purpose of distribution, assignment or resale
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6. Assignment of Rights You may assign all your rights to use the softw are to another
person subject to the conditions that (a) you assign to this other person (i) this Agreement
and (i) the softw are or hard ware provided with the softw are, pack ed or preinstalled
thereon, including all copies, upgrades, updates, backu p copies and previous versions,
which granted a right to an update or upgrade on this softw are, (b) you do not retain
upgrades, updates, backu p copies und previous versions of this softw are and (c) the
reci pient acce pts the terms and conditions of this Agreement as well as other regulations
pursuant to wh ich you acquired av  alid softw are license .

A return of the product due to a failure to acce pt the terms and conditions of this Agreement,
e.g. the product activ  ation, shall not be possib e follo wing the assignment of rights.

7. Upgrades and Updates You must have a valid license for the previous or more inferior
version of the softw are in order to be allowed to use an upgrade or update for the softw are.
Upon transferring this pre vious or more inferior version of the softw are to third parti es the
right to use the u  pgrade or u pdate of the softw  are shall expire

The acquisition of an upgrade or update does not in itself confer any right to use the
softw are .

The right of support for the previous or inferior version of the softw are expires upon the
installation of anu  pgrade or u pdate .

8. Limited Warranty Arturia warrants that the disks on which the softw are is furnished is
free from defects in materials and workmansh ip under normal use for a period of thirty (30)
days from the date of purchase . Your recei pt shall be evidence of the date of purchase .Any
impli ed warranti es on the softw are are limited to thirty (30) days from the date of purchase .
Some states do not allow limitations on duration of an impli ed warranty, so the above
lim itation may not apply to you. All programs and accompanying materials are provided Oas
isOwithout warranty of any kind. The complete risk as to the quality and performance of the
programs is with you. Should the program pro ve defectiv e, you assume the entire cost of all
necessary servicing, re  pair or correction.

9. Remedi es Arturia's entire liability and your exclusiv e remedy shall be at Arturia's option
either (a) return of the purchase price or (b) replacement of the disk that does not meet the
Lim ited Warranty and which is returned to Arturia with a copy of your recei pt. This lim ited
Warranty is void if failure of the softw are has resulted from accident, abuse , modification,
or misapplication. Any replacement softw are will be warranted for the remainder of the
original w arranty period or th irty (30) days, wh  iche verislong er.

10. No other Warranti es The abo ve warranti es are in lieu of all other warranti es, expressed
or impli ed, including but not lim ited to, the impli ed warranti es of merchantability = and fitness
for a particular purpose . No oral or written information or advice given by Arturia, its dealers,
distributors, agents or employees shall create a warranty or in any way increase the scope
of th is lim ited w arranty.

11. No Liability for Consequential Damag es Neither Arturia nor anyone else involved in
the creation, production, or delivery of this product shall be liable for any direct, indirect,
consequential, or incidental damag es arising out of the use of, or inability to use this product
(including without lim itation, damag es for loss of business profits, business interru ption, loss
of business information and the like) even if Arturia was previously advised of the possibility
of such damag es. Some states do not allow lim itations on the length of an impli ed warranty
or the exclusion or lim itation of incidental or consequential damag es, so the abo ve lim itation
or exclusions may not apply to you. This warranty gives you specific legal rights, and you
may also hav e other rights wh ich v ary from state to state
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